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SAFETY DATA SHEET 

Revised March 2008

Revision Number 3
1 IDENTIFICATION OF THE PREPARATION AND THE COMPANY:

PRODUCT NAME: 


GUNK DRIVEWAY CLOEANER  Product Numbers 830 / 832

SUPPLIER: 



Gadco Europe Limited, 28 Carlow Place, Wolseley Court, Stafford ST18 0GA

EMERGENCY TELEPHONES: 

Telephone 0870 444 6640.  Fax 0870 444 6641

2 COMPOSITION/INFORMATION ON INGREDIENTS:

	INGREDIENT
	CAS
	EINECS
	CONTENTS
	HEALTH (Class)
	RISK (R Phrases)

	GLUCONIC ACID 50%
	526-94-5
	208-401-4
	<2%
	Xi
	R36/37/38

	POTASSIUM HYDROXIDE
	1310-58-3
	215-181-3
	1-5%
	C
	R22, 35

	DISODIUM METASILICATE
	6834-92-0
	229-912-9
	1-5%
	C
	R34, 37


3 HAZARDS IDENTIFICATION:

Corrosive to skin and eyes.

Will cause burns.

4 FIRST AID MEASURES:

GENERAL: Move the exposed person to fresh air at once.

EYES: Promptly wash eyes with lots of water while lifting the eyelids. Continue to rinse for at least 15 minutes and get medical attention.

SKIN: Promptly wash with soap and water. Seek medical attention if redness occurs or irritation persists.

INGESTION: Rinse mouth thoroughly. Do not induce vomiting. Get medical attention.

5 FIRE FIGHTING MEASURES:

EXTINGUISHING MEDIA: Use any extinguishing media appropriate to surrounding fire.

6 ACCIDENTAL RELEASE MEASURES:

SPILL CLEANUP METHODS: Absorb in sand or earth.

7 HANDLING AND STORAGE:

USAGE PRECAUTIONS: Read and follow manufacturer's recommendations. 

STORAGE PRECAUTIONS: Store at moderate temperatures in dry, well-ventilated area. 

8 EXPOSURE CONTROLS AND PERSONAL PROTECTION:

	INGREDIENT
	CAS No.
	EINECS
	STD
	L.T. (8 Hr.TWA)
	S.T. (15 MIN)

	GLUCONIC ACID 50%
	526-94-5
	208-401-4
	Not Classified
	
	

	POTASSIUM HYDROXIDE
	1310-58-3
	215-181-3
	
	
	2 mg/m³

	DISODIUM METASILICATE
	6834-92-0
	229-912-9
	Not Classified
	
	


VENTILATION: No specific ventilation requirements noted, except this product must not be used in a confined space without good ventilation. If, following workplace assessment, OEL is likely to be exceeded due to use where natural ventilation is insufficient suitable respirator must be worn.

HAND PROTECTION: Wear impervious gloves. PVC or Neoprene.

8 EXPOSURE CONTROLS AND PERSONAL PROTECTION: Continued

EYE PROTECTION: Wear splash-proof eye goggles to prevent any possibility of eye contact.

Skin: Wear suitable protective clothing to prevent skin contact.

9 PHYSICAL AND CHEMICAL PROPERTIES:

APPEARANCE: 
Liquid.

FLASH POINT None

None Flammable in air.

 10 STABILITY AND REACTIVITY:

STABILITY: 

Normally stable.

11 TOXICOLOGICAL INFORMATION:

HEALTH WARNINGS: Corrosive to eyes and skin.


ROUTE OF ENTRY: Skin, eyes.


TARGET ORGANS: Skin, eyes

12 ECOLOGICAL INFORMATION:

ENVIRONMENTAL HAZARDS: Not known but does not contain any listed aquatic pollutants (R50, 51, 52, 53).

13 DISPOSAL CONSIDERATIONS:

DISPOSAL METHODS: Ensure container is empty and dispose of in accordance with Local Authority regulations. 

14 TRANSPORT INFORMATION:

UN1760, Corrosive Liquid N.O.S. (Potassium Hydroxide), Class 8, III

15 REGULATORY INFORMATION:

LABEL FOR SUPPLY: 
Corrosive


 

(Corrosive Symbol)

RISK PHRASES: 

R-34

Causes burns.

SAFETY PHRASES: 
S-1/2

Keep locked up and out of reach of children.




S-24/25

Avoid contact with skin and eyes.

S-26 
In case of contact with eyes rinse immediately with plenty of water and seek medical attention.

S-28

After contact with skin wash immediately with plenty of water.

S-36/37/39 
Wear suitable protective clothing, gloves and face/eye protection.




S-45

In case of accident or if you feel unwell seek medical advice immediately






(Show the label if possible)

S-35 

This material and its container must be disposed of in a safe way.





UK REGULATORY REFERENCES: Classification, Packaging and Labelling Regulations 1984. Health and Safety at Work Act 1974. The Control of Substances Hazardous to Health Regulations 1988. H.S.E. EH40/2002 Occupational Exposure Limits 2002. The Chemicals (Hazard Information & Packaging for Supply) Regulations 2002

EC DIRECTIVES: Dangerous Preparations Directive 1999/45/EEC. Labelling Directive 91/155/EEC as amended by 93/112/EEC. Safety Data Sheet Directive 91/155/EEC.

STATUTORY INSTRUMENTS: The Consumer Protection Act 1987 SI 1140 The Aerosol Dispensers Regulations 1977 & 1997

The Classification, Packaging and Labelling of Dangerous Substances Regulations 1984 (SI 1244)

The Health and Safety at Work etc. Act 1974

APPROVED CODE OF PRACTICE: The Control of Substances Hazardous to Health. 

British Aerosol Manufacturers Code of Practice, 7th.Ed 1999

OTHER INFORMATION SOURCES: Material Safety Data Sheet, Misc. manufacturers.

16 OTHER INFORMATION:

Risk Phrases appearing in this Safety data Sheet:

R-36/37/38
Irritating to eyes, respiratory system and skin.

R-22
Harmful if swallowed.

R-34

Causes burns.




R-35
Causes severe burns.

R-37

Irritating to respiratory system.

The information contained in this Data Sheet is provided in accordance with the Chemicals (Hazard Information & Packaging for Supply).Regulations 2002. It does not constitute the user's own assessment of work place risks as required by other health and safety legislation. The provisions of the Health and Safety at Work etc.. Act and the Control of Substances Hazardous to Health Regulations apply to the use of this product at work.

As the specific conditions of use of the product are outside the suppliers control the user is responsible for ensuring that the requirements of the relevant legislation are complied with.

This product should be stored, handled and used in accordance with good industrial hygiene practices and in conformity with legal regulations. The information contained herein is based on the current state of our knowledge and is intended to describe products from the point of view of safety requirements and thus should not be construed as guaranteeing specific properties. 
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